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Capsule Endoscope MiroCam
Competlilive Advanliages

| . Highest resolution

— MiroCam captures and delivers the highest quality images
— Highest image resolution of 102,400 pixels

* S .
MiroCam image atlas

= Small Bowel

« Colon

» E-Field Propagation technology
+ 320 x 320 pixel image resolution

* Optimized imaging through automatic brightness control ® ®
+ 6 white LED lights enable clearest image quality M"" Cam



Clearer Images, LLonger Operation & More Accurate Diagnosis

State-of-the-art MiroCam is the first capsule endoscope system with E-Field Propagation;
a patented technology utilizing the human body as a communication medium.

This innovative approach results in the highest image resolution and longest operation
time, enabling more accurate diagnosis of the entire small bowel and beyond.

2. Longest operation time

— Longest operation time of more than 12 hours

— MiroCam capsule provides images from the esophagus to
the colon; specifically designed for diagnosis of the small bowel

Esophagus Stomach Small Bowel Colon

3. HighESf frame rale

— MiroCam capsule captures images at 3 frames per second
— At least 118,800 images obtained (during 12 hours)

4. Smallesl capsule size

— Smallest capsule size 11x24mm
— Smalll capsule for easy swallowing Ve

V4

S |

150° i ( { Mirecom g

5. Widest field of view W

— High precision lens system with the widest field of view of 150°
— Capture more detail for a more complete diagnosis



Capsule Endoscope MiroCam
Soffware Platform




Faster, More Effective & Easy to Use
MiroCam's software is easy to use, allowing a more effective
diagnosis in a shorter time.

Time Saving

» Multi-Display Function — Dual-View and Quad-View enables
simultaneous display of 2 or 4 consecutive images to shorten
the viewing time

» Quick View — Software automatically excludes similar images,
enabling guick and efficient diagnoslic review

* Preview Speed - Conirol image display speed to shorten viewing time

Efficient Diagnosis

+ Capsule Positioning - Indicates the location and progress of the
capsule in the Gl tract

+ Gl Bleeding Detection — Suspecled bleeding areas are automatically
selected for display

» Capture Box — Stores suspected disease images far review

- Compare Images — Compares images o assist diagnosis

+Zoom Function — Zooms in on small delails

Easy & Advanced Functions

- Password Protection — Secure individual access for mulliple users
» Advanced Reporting — Categorize images for reporiing

« Export — Store images as piclures or video clips

« Back—up — Manage patien! data securely and efficiently

« List-up — Display patient information on one page




+ Receiver Unit (MR1000-R)
Records senl by the capsue

Recelver set for data transmission
by human body (MR1000)
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The MiroCam Receiver Set for effective human body communication is light and compact
* Fast upload and initialization + Light and compact for ease of use

+USB 2.0 for convenient upload « Easy to recharge and exira rechargeable batteries

+ Dala cable designed for patient safety in mind = Upload and battery charging can be done simullaneously

Pads altached fo the body to collect Reussble cable which accuralsly Quick charging o allow more sxaminalions Bag design for comiortatie wear
ihe images wanglers image dala o he reeeiver froughout Ihe procedhre

k- Sensor Pads (MR1000-5) : + Battery Charger (MR1000-C) + Receiver Bag !MRmUU-GJJ
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System Specifications

\ _Data Cable: ME1OOD-D
r_,.-HF‘ by 1 Channes ]
“ ___,__,F-"'”f _ Longm B0 om
W gt Receiver Bag: MRLOO0-G
1 ',..--"’-1 T B M X T80 ¥ BE mm
Capsule Endosoope: MO0 i{:lrm Ll B Mmum::n.m. 100 rren
Sien W8 24 mm
‘Wiaiginl 335005
Frama Aais 2.1 Framas | Second _ Hamery Charger: MR1000-C S
Fald of Wiaw 150 dagraes T S N
Satinry Lio 15 hows Hizn 135 K105 ¥ 150 e
Sl T 860 Wwimght Mair Bady aniig
Sominiricaon Mo Pl Prpagasion Adaptor: MR1000-T
Wiaighi 2409 —
Powsr sourcs AL 100- 240V 50-B0Hz
~ Power Cord: MR1000-P 8
Lungm 1.8m
_ Measuring Tape: MR1000-M 3
Ll-n-_:rl'l 5.0m
Sensor Pads: MR1000-5 e
Companants B f
Capsule Endoscope Recelver Sec MR1000
Companesis i '
: i T EC Representative ; NANOMEDICAL
Eatinry Fac: MR1000-B 2 pibcnE
= Data Cablac MA1000-D 1 pioca LARGO D0 SEQUEIRA 7 G3 PE 1100-587 LISBOA
- Ancoker Bag: MA1000-G 1 plsoe
- Bystem Campng Case: MF1C00-4 1 plocn . -t i
B - T - 1 pliee Tel : +351-21-884-3140
- Adapion WIT000-T 1 pibcn e-mail : nuno.nicola@nano-medical org
- Poswar Cond: MA 1000 1 piaca
- Wissimaring Tapa: MR 000-M 1 pincn
LISE Catia: MR1000-LI 1 piaca
Eanpce Fads: MA1000-5 1 ploca
Recetver Unle: MRI00O0-K . c e
Batincy Lils 12 houms
S .5 D WAL frem
Winight EED g (ireioding baniny pace) 0843
Barrery Pack: METOO-B
Cspanty B0 mA
Wiktaga arv
Fachaging Tima Approe 4 haurs

| 2
gvIntroMedic

IntroMedic Co,, Lid, iz a giobal company which manufactures high perormance wirsless
capsule endoscopes based onunigue slale—oi-lhe—an dala communicalion echmology,
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